,EMH

Smart SN

ELECTRONIC PRESSURE TRANSMITTERS

PRODUCT DATA

Ambient (operating) temperature and humidity

Versions without HMI -20...+80 °C
Versions with HMI -20...+70 °C
Humidity 0...95% r.h., non-condensing
Temperature of medium -20...+80 °C

Climate class
Indoors
Outdoors

4K4H as per EN 60721-3-4
3K8H as per EN 60721-3-3

Mechanical stability
Vibration 20 g as per IEC 68-2-6 (up to
2000 Hz)

Mechanical shock 100 g as per IEC 68-2-27

(%ﬂ Device resistance / Accuracy (combined non-linearity,
E hysteresis, and repeatability at 20 °C)
pressure range P <16 bar P > 16 bar
' overpressure safety 2X Prominal 2X Prominal
burst pressure 4X Pnominal 10X Pnominal
sensor type piezo thin-film
GENERAL accuracy max. +0.8% FS |[max. 1% FS
10.5% FS (typ.) |+0.6% FS (typ.)

Honeywell FEMA's Smart SN Electronic Pressure Trans-
mitters are microprocessor-controlled pressure measurement
devices for relative pressure ranges of -1...+1 bar and

0...40 bar. They are suitable for an extremely wide range of
applications, including the precision recording and monitoring
of system pressures. They come complete with an angled
M12x1 plug and are screwed (G1/2”) directly into the line /
vessel to be monitored. 2- and 3-wire versions available.

FEATURES

Configurable as 0/2...10 V or 0/4...20 mA (3-wire)

¢ Adjustable attenuation filter

e LCD graphical display (Human-Machine-Interface models,
only) can be swiveled for better readability; display can be
rotated in 90° steps by software

e Self-monitoring

TECHNICAL DATA

Pressure meas. range
Cycle time

Protection rating
Models without HMI
Models with HMI
EMC

Protection class

Process connection
Electrical connection

0...40 bar, -1...1 bar

100 ms

IP67 as per EN 60529-2
IP65 as per EN 60529-2
Conforms to EN 61326
2 as per EN 61010

G1/2" external thread
4-prong A-coded M12x1 plug

Transmitter (analog) output

Current (2-wire)

Voltage / current (3-wire)
Voltage supply (2-wire)
Voltage supply (3-wire)

4..20mA

0/2..10V, 0/4...20 mA

18...35 Vdc

18...35 Vdc, 24 Vac +10%/-20%,

max. 50 mA

Current output max. load = (VsuppLy - 16 V) /
22 mA (max. error £0.25% FS)
min. load = 15 kQ (max. error
10.25% FS)

approx. 200 ms

Materials

Parts in contact w/ medium Stainless steel (1.4571)

Chemical resistance 4C4 as per EN 60721-3-4

HMI PAGB6 GF25

Total weight 300 grams (non-HMI models)
350 grams (HMI models)

Voltage output
Transient response

Span, offset, and long-term drift (within temperature
compensation range of 0...80 °C)

Storage temperature max. typical

Versions without HMI -40...+80 °C (< 16 bar) temp. effect on span +0.3% FS/10K |+0.2% FS /10K

-40...+100 °C (> 16 bar)

temp. effect on offset +0.3% FS/10K [+0.2% FS/10K

Versions with HMI

-30...+80 °C long-term drift +0.3% FS/year [+0.2% FS/year
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SMART SN — PRODUCT DATA

MODEL KEY

[ PT = Pressure Transmitter |

V3 = 0...10V (3-wire)
A2 = 4...20mA (2-wire)
H = HMI A3 = 4...20mA (3-wire)
S = Standard
[ 1 = 64" pressure connection]|
RV101 = -1...1 bar (rel.)
RB001 = 0...1 bar (rel.)
RB004 = 0...4 bar (rel.)
RB010 = 0...10 bar (rel.)
RB016 = 0...16 bar (rel.)
RB025 = 0...25 bar (rel.)
RB040 = 0...40 bar (rel.)

Fig. 1. Overview of models

INSTALLATION

Dimensions

The geometry of the G1/2" connection conforms to DIN EN

837. See also Fig. 2.
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Fig. 2. Dimensions (in mm)

Mounting and Electrical Wiring

The device is mounted directly to the pipe / vessel via a G1/2"
(standard manometer) process connection (size 27 wrench).
This process connection serves to fasten and secure the
device in place. All mounting orientations are permitted.

Pin Assignment of Plug
The plug is an A-coded, four-prong M12 plug (see Fig. 3).

PTS...V3 PTS...A3 PTS...A2

Fig. 3. A-coded M12 plug

Electrical Protection

When powered with d.c. (Vmax = 35 Vdc), the device is
protected against pole-reversal. The input pins of the M12
plug are protected against miswiring (device will not work
when miswired).

LCD (HMI-MODELS, ONLY)

HMI models feature a 19 X 19 mm LCD equipped with a
bicolor backlight (white = normal operation; red = fault mode;
2-wire models without backlight). LCD display information
refresh is time adjustable to between 1 and 9 seconds.

EscPE EscaPE EScapE e EsePE
Startup| F 0.22 || B Start || 3 End || 3 Mode | | #[Function) | [BlAtt. filter) |

Fas | o || Flooobar|?| fl10.00bar’ [ 0.10v FNon-inv."| |3 10% |7
T =t = T

Fig. 4. Menu structure (excerpt)

Accessories

Included in delivery: M12x1 Angled plug.

Optional: DMW Pressure surge reducer, ST12-5-G Straight
M12x1 plug.

Subject to change without notice. Printed in Germany

MUOB-0560GE51 R0707

F=MA

AUTOMATION Quality Products for Industrial Automation | www.fema-automation.com | info@fema.es




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice




